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ALl AEPOIPOM HUKOIA TECIIA BEOIPA[]
KOMMCWUJA 3A JABHY HABABKY BP. 44/2015 Ol

Spoi: )12

Datym: »
26 06 708

MPEOMET: U3MeHa koHKypCHe AOKyMeHTauuje 3a jaBHy Habasky 6p. 44/2015 OfN "PasHa
cpeAcTBa 3a oncnyry Basgyxonsnoea”, o naprujama

lMowToBaHu,

Y cknafly ca unaHom 63. 3akoHa o jaBHUM Habaskama ("Cnyx6eHu rmacHuk Peny6nvke Cpbuje"
6poj 124/12 n 14/15), Hapyuunalj BpLIM U3MEHY KOHKYPCHE AOKyMeHTaLuje 3a jaBHy HabGaBky 6p.
44/2015 Ol "PasHa cpencTtaa 3a OMnciyry Basgyxonnosa', no naptvjama, Ha cnefehy HaumH:

1. Y OBpacuy 3. KOHKYpCHE [OKYMEHTaLMje Ha eHrMECcKoM jeanky, Ha cTpanu 10, Tabena Lot
3: Cargo Loader Capacity of 7 tons, 1pcs, General Characteristics, y 14. peny nese
konoHe ymecto “Routers for ULD equipment on the front and main platform for the widths
of 2438 mm and 3175 mm” Tpeba na croju “Guide rails for ULD equipment on the front and
main platform for the widths of 2438 mm and 3175 mm”,

2. Y Obpacuy 3. KOHKYPCHE [OKYMEHTaLMje Ha eHrNeckoM jesunky, Ha cTpanu 10, Tabena Lot
3: Cargo Loader Capacity of 7 tons, 1pcs, General Characteristics, y 16. peny nese
KonoHe ymecto “Guard rail on the main platform (rail height minimum 1100 mm)” Tpe6a pa
cToju “Guard rail on the front platform (rail height minimum 1100 mm)”

Hapyuunau y npuriory goctasrba usmerseHy cTpaHy 10. KOHKYpCHE [OKYMeHTaLuje Ha
eHrrneckom jesuky kojy he noHyhaum fgocrasrbatv y CBOjoOj NOHYAM.

Mpuror: -UNamereHa ctpaHa 10. KOHKYPCHe [OKyMeHTaLje Ha EHrMeckom jesuky kojy he
noHyRauu focrasrbaTi y CBOjOj MOHYAN.




LOT 3: CARGO LOADER CAPACITY OF 7 TONS, 1 pcs.

QUANTITY: 1 (ONE) PIECE

MANUFACTURER:

(name of the manufacturer and type)
GENERAL CHARACTERISTICS REQUIRED OFFERED
Maximum load min. 7000 kg
The possibility of loading containers and pallets (ULD
equipment) standard dimensions on Main Deck wide- Yes
body aircraft
The maximum working height of front platform (request| min. 5600 mm
to JATA AHM 932)
The minimum working height of front platform (request| .
o IATA AHM 932) 0 i (1eaues!! min1880 mm
The minimum working height of the main platform .
(request to JATA AHM 932) P min. 480 mm
Drive motor diesel
Electrical installation 24 V
Steering hydraulic
Maximum driving speed Up to 16 km/h
The possibility of overcoming the slope when starting 5 9%
up
Main and front platform width suitable for loading Yes
standard ULD equipment with dimension of 3175 mm
Possibility of side loading over main platform Yes
Possibility of turning ULD equipment on the main Yes
platform
Guide rails for ULD equipment on the front and main Yes
platform for the widths of 2438 mm and 3175 mm
Stabilizers Yes
Guard rail on the front platform (rail height minimum Y

es

1100 mm) ‘
Rubber bumpers on front platform Yes
Color White or yellow
Operating hours counter Yes
All signs of commands, notifications and warnings Yes
printed in Serbian
Operating and Maintenance Instructions in Serbian
language in electronic and printed form (possibility that Yes
part of the documentation is in English)
Technical documentation with schemes of mechanical,
electrical, hydraulic and pneumatic assemblies and Yes
sub-assemblies
Spare parts catalogue Yes
Operating and maintenance training included in the Yes
price
Year of manufacture 2015

Note:
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